
Turnbuckle Eye and Eye DIN 1480
Product information

Turnbuckle for tightening ropes.
 
Material: Fe-430 b Steel
Marking: According to standard, CE-marked
Standard: DIN 1480
Warning: Do not use for lifting.



Part code Length 
mm

Thread A mm B mm C mm D
mm

E
mm

F
mm

L1
mm

L2
mm

Weight
kg

492122600560 140-226 M6 12 110 74 50 10 4 140 226 0.08

492123000560 150-230 M8 15 110 80 52 11 5 150 230 0.14

492127000560 181-270 M10 18 125 97 60 14 6.5 181 270 0.25

492127900560 194-279 M12 21 125 106 67 17 8 194 279 0.37

492133200560 235-332 M14 24 140 126 83 18 8.5 235 332 0.51

492141000560 294-410 M16 27 170 160 97 23 13 294 410 0.95

492148400560 352-484 M20 34 200 190 116 25 14 352 484 1.48

492151600560 368-516 M22 36 220 200 120 30 16 368 516 2.06

492156300560 386-563 M24 39 255 210 125 34 17 386 563 2.76

492160000560 435-600 M27 45 255 236 150 34 18.5 435 600 3.91

492160300560 441-603 M30 45 255 242 150 39 21 441 603 4.05

492162700560 442-627 M33 55 295 242 150 39 21 442 627 5.75

492168100560 498-681 M36 55 295 276 165 49 28 498 681 7.25

492170000560 496-700 M39 63 330 276 165 49 28 496 700 9.36

492176400560 560-764 M42 63 330 320 180 55 40 560 764 14

492176300560 564-763 M45 78 355 322 180 55 40 564 763 19.1

492176300561 564-763 M48 78 355 322 180 55 40 564 763 19.3

492176300562 564-763 M52 78 355 322 180 60 40 564 763 19.3
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